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 Product Dimension

 Specifications

■  Sensor Type

■  Main Functions

    Comparison output, Peak capture

Strain Gauge Bridge Sensors

 Product Model

C2: RS232

C4: RS485

C6: Ethernet

C8: Ethercat

Communication Mode  Analog Output

L400B - C24

L400B

- A1

A4: 4 - 20mA

A5: ± 5V

A6: ± 10V

- 24 - T

TEDS  Optional I/O Switch

2-Channel Switching Input

4-Channel Switching Output

A1: 0 - 10V

A2: 0 - 20mA

A3: 0 - 5V

T: Suppport TEDS 
(Transducer Electronic 
Data Sheet) Function

Digital Control Indicator

控
制
仪
表

Digital Control Indicator

Manual Zeroing (Key/DI/Communication) + Auto Zeroing (Power-On/Auto/Tracking)

Multiple calibrations modes incl. digital/weights/TEDS/user setting/non-linear, etc.

24VDC, 0.3A_MAX

(18-30) VDC (Over-Voltage Alarm)

(- 10-60)℃

(- 20- 70)℃

＜85% RH No Dew Condensation

EFT-Level 4  (4KV Test)

Level 4: 4.0KV

5V ± 1% (Fixed Bridge Voltage)

± 2.4mV/V (Signal Input Range)

24bit∑-△ADC Sampling

12.5 - 3.2K

2-Channel (Configurable Function)

4-Channel (Configurable Function)

RS485+RS232 (Mutual Isolation)

ModbusRTU(Read/Write/Read-Only), Active Upload

16bit isolated output  

4-20mA/0-20mA/0-5V/0-10V/±5V/±10V

TEDS

(/mm)

N
Smart Sensor

on-Linear Calibration

Compliant With IEEE 1451.4 Standard Multi-Mode Fitting Decoding

Rated Power Supply

Power Supply Range

Environment Temperature

Storage Temperature

Humidity Range

Pulse Group Immunity

Surge Immunity

Sensor Bridge Voltage

Sensitivity Range

Signal Sampling Accuracy

Signal Sampling Rate

Switching Input

Switching Output

Communication Channel

Communication Protocol

Transmitter Accuracy

Transmitting Signal

20

86.5

46

95.5

 Side View

103

98

51

 Front View

L400B

48

96

L400B 
Perforation Size

0
-0.5

0
-0.5

Electrical Safety Isolation

Each Interface is Isolated


