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 Specifications

Capacity

Material

0 ~ 20, 50, 100, 200, 300, 500, 1000kg

 Alloy steel/Stainless Steel

Rated Output

Zero Balance

Non-linearity

Hysteresis

Repeatability

Creep (30min)

Temp. Effect on Output

Temp. Effect on Zero

Input Impedance

Output Impedance

Insulation

Recommended Excitation

Operating Temp. Range

Compensated Temp. Range

Safe Overload

Maximum Overload

Cable Specifications

Protection Class

± 2 % F.S.

± 0.03% F.S.

± 0.03% F.S.

± 0.03% F.S.

± 0.03% F.S.

± 0.03% F.S. / 10℃

± 0.03% F.S. / 10℃

385 ± 10Ω

350 ± 5Ω

≥5000MΩ/100VDC

3 ~ 10V

- 20 ~ 80 ℃

- 10 ~ 60 ℃

150%

200%

Ø 5 x 3m

IP65

  Wiring Diagram

Exc+(Red)

Exc-(Black)

Shield-(Yellow)

Sig+(Green)

Sig-(White)

 Product Dimension

TEDS Available

 Installation Mode
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2.0 ± 10% mV/V

Load Cell
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 Capacity

0 ~ 300kg

500 ~ 1000kg

A

120

210

B

10

14

C

18

14

D

82

40

ØE

Ø36

Ø60

ØF

Ø26.6

Ø37

ØG

Ø8.5

Ø13

ØH

Ø45

Ø60

ØL

Ø8.5/M8

Ø13/M8

M

20

36

N

20

25

 Screw Mounted

Fixed at 

one end

& load at 

the other end

工装治具

螺丝固定
压头


