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. Specifications LF606F_D50_H17

X: 0~ 100/200/300/500N
Y: 0~ 100/200/300/500N
Z: 0~ 100/200/300/500N
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Capacity

Mx: 0 ~ 2/4/6/10N.m %
. =]
My: 0~ 2/4/6/10N.m 2
Mz: 0~ 2/4/6/10N.m =
Material Aluminum alloy/Stainless Steel
Non—linearity + 0.3% F.S.
Hysteresis + 0.3% F.S.
Repeatability + 0.05% F.S.
Zero Balance + 5%F.S.
Long-tern crosstalk error + 2% F.S.
Temp. Effect on Zero + 0.05% F.S. / 10C
Temp. Effect on Output + 0.05% F.S. / 10C
Insulation = 1 1
=5000MQ /100VDC . Load Direction
Recommended Voltage 5 7 10VDC
Operating Temp. Range - 20 780 C
(|
Safe Overload 200% -~
74
Protection Class 1P65 -
Cable Specifications $2x0. 5m+ & 5. 5x2. 5m+14PINAisk
. Product Dimension
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. Other . Wiring Diagram

Capacity (F.S)| Output (mV/V)
etk X

Fy: 250N 0.3~0. 8mV/V PIN 2 |Exc— | PIN9 |Mxt |¥fn
Fz: 250N 0.5~1. 0mV/V AR L - VR Ui -

PIN 4 |Fx- |H PIN 11 |My+ |
Mx: 5N. m ON55 18 OIHV/V PIN 5 |Fy+ ¥ |PIN 12 My— e
My: 5N. m 0.5~1.0mV/V PIN 6 [Fy- |## |PIN 13 |Mz+ |45
Mz:5N. m 0.5~1. OmV/V PINT [Pav & PN Wz K
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