
Load Direction

LT-306

 Product Dimension

SHENZHEN LIGENT SENSOR TECH CO., LTD. www.ligentcn.com 196

柱
式
传
感
器

Dynamic Torque Sensor

动态扭矩传感器

Dyn
am
ic To

rqu
e Se

nso
r

动
态
扭
矩
传
感
器

Dynamic Torque Sensor

 Specifications

Capacity

Material

0 ~ ±0.5, ±1, ±2, ±5NM

 Stainless Steel

4 ~ 20mA (Zero 12mA)Output Signal

Zero Balance

Non-linearity

Hysteresis

Repeatability

Creep (30min)

Temp. Effect on Output

Temp. Effect on Zero

Input Impedance

Output Impedance

Insulation

Recommended Excitation

Operating Temp. Range

Compensated Temp. Range

Safe Overload

Maximum Overload

Cable Specifications

RPM

± 2 % F.S.

± 0.3% F.S.

± 0.1% F.S.

± 0.1% F.S.

± 0.03% F.S.

± 0.03% F.S. / 10℃

± 0.03% F.S. / 10℃

1000 ± 2Ω

1000 ± 2Ω

≥5000MΩ/100VDC

18 ~ 36V

- 10 ~ 60 ℃

- 10 ~ 60 ℃

150%

200%

Ø 2 x 3m

8000 R/M

  Wiring Diagram Installation Mode

Install

负载设备

调紧螺栓 调紧螺栓

紧固螺栓

联轴器 联轴器 动力设备扭矩传感器 供电及信号连接
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Siganl:4-20mA

1.White:信号+ S+

2.Emptyempty

3.Empty

4.Shield

5.Red: 24V


