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Transmitter / Amplifier

     Product Mode

C6: EtherNet

C8: EtherCAT

   Communication

L818 -C8

L818系列

 Channels

-T8

T4 :4
T6 :6
T8 :8

- T

T:TEDS

TEDS

- K

K : Rail

 S :Screw

    Mount mode

■ Acquisition channels: 

1-8 channels, 24-bit accuracy, 12.5-3.2K acquisition rate

■ Structure and Installation

Supports 35mm rail and screw mounting (supports both 

horizontal and vertical orientations)

Specifications

(18-30) VDC (Over-Voltage Alarm)

(- 10 - 60)℃

(- 20 - 70)℃

＜85% RH No Dew Condensation

EFT-Level III  (2KV Test)

Level 4: 4.0KV

4-20mA/0-20mA/0-10V/±5V/±10V

Rated Power Supply

Power Supply Range

Environment Temperature

Storage Temperature

Humidity Range

Transmitter AccuracyTransmitting Signal

Pulse Group Immunity

Surge Immunity

No. of Sensor Channels 

Sensitivity Range

Signal Sampling Accuracy

Signal Sampling Rate

Signal Detection

Zero Function

Communication Function

Communication Protocol

Sensor Bridge Voltage

Calibration Function

Size

HMI

L*W*H: 170*104*25mm (terminals included)

Host Computer + Portalbe Calibrator

 Order Guide Table

L818

24VDC, 0.35A_MAX

5V ± 1% (Fixed Bridge Voltage)

± 2.4mV/V (Signal Input Range)

24bit

12.5 - 3.2K

Peak Value Capture

Manual Zeroing (Communication) + Auto Zeroing (Power-On/Auto/Tracking)

4/6/8 Channels

Default RS485 + EtherCAT/Ethernet

CoE, ModbusTCP, ModbusRTU/Active Upload

Multiple calibrations modes incl. digital/weights/TEDS/user setting/non-linear, etc.

 Product Dimension
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