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 Specifications

Capacity

Material

0 ~ 0.1, 0.2, 0.5, 1, 2, 5, 7.5, 10t

 Alloy steel/Stainless Steel

Rated Output

Zero Balance

Non-linearity

Hysteresis

Repeatability

Creep (30min)

Temp. Effect on Output

Temp. Effect on Zero

Input Impedance

Output Impedance

Insulation

Recommended Excitation

Operating Temp. Range

Compensated Temp. Range

Safe Overload

Maximum Overload

Cable Specifications

Protection Class

± 2 % F.S.

± 0.03% F.S.

± 0.03% F.S.

± 0.03% F.S.

± 0.03% F.S.

± 0.03% F.S. / 10℃

± 0.03% F.S. / 10℃

385 ± 10Ω

350 ± 5Ω

≥5000MΩ/100VDC

3 ~ 10V

- 20 ~ 80 ℃

- 10 ~ 60 ℃

150%

200%

Ø 5 x 3m

IP65

TEDS Available

柱式传感器

2.0/3.0 ± 10% mV/V
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 Capacity

0~100, 200, 250kg

500, 1000, 1500, 2000kg

2500, 5000kg

7500, 10000kg

A

15.8

15.8

19.1

25.4

B

25.4

25.4

38.1

50.8

C

76.2

76.2

95.3

124

D

130

130

172

226

E

25.4

31.8

38.1

50.8

F

31.8

31.8

38.1

50.8

G

13.5

13.5

19.8

26.2

H

2  1/20UNF  M12x1.75

2  1/20UNF  M12x1.75

3/4-16UNF  M20x2.5

1  1/4-12UNF  M30x2
M Direction

 Screw Mounted

Fixed at 

one end

& load at 

the other end
固定端

受力端

压头

此传感器为悬臂梁式结构

在安装时，固定一端后

请保持另一端悬空

让传感器有一定的形变空间

以确保测量的精准度


